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 4” - 12” SERIES 2500-1 RESILIENT WEDGE GATE VALVE WITH PIV PLATE, NRS
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VALVE SIZE
DIMENSION

A B END TO END
FLANGE X FLANGE

4” 10.38 13.91 9.00
6” 13.75 17.12 10.50
8” 16.94 20.47 11.50

10” 20.34 24.06 13.00
12” 23.78 27.59 14.00
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OPTIONAL MATERIALS ARE AS FOLLOWS
BOLTS and NUTS: 316 Stainless Steel

Open Direction:              Left (C.C.W.)            Right (C.W.)               

REF 
NO. DESCRIPTION MATERIAL

1 Hex Head Bolt, 5/8-
11 x 1” 304 Stainless Steel

2 Operating Nut, 2” 
Square Ductile Iron, ASTM A536

3 O-Ring Rubber
5 Stuffing Box Gasket Rubber O-ring

9 Hex Head Bolt, 5/8-
11 x 2” 304 Stainless Steel

15 Hex Nut, 5/8-11 304 Stainless Steel
30 Indicator Plate Ductile Iron, ASTM A536
82 Debris Seal Rubber

NOTES:
1. Available in configurations that are UL Listed and FM Approved with 250
    psig rated working pressure.
2. Meets requirements of ANSI/AWWA C515 with 250 psig rated working
    pressure.
3. Fusion-bonded epoxy-coated in accordance with ANSI/AWWA C550.
4. Certified to NSF/ANSI 61 & 372.

Construction shown is typical of the 6-inch size with flanged end connections 
and is illustrative only. Construction of other sizes and end connection types 
vary slightly. See elsewhere on this submittal for specific details.


