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 3” - 12” SERIES CV 2200M SWING CHECK VALVE, DUAL OUTSIDE SHAFT, METAL-SEATED
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NOTES:
1. Meets or exceeds requirements of ANSI/AWWA C508.
2. 350 psig AWWA rated working pressure.
3. Bolt pattern of flanged ends are in accordance with ASME B16.1, Class 125.
4. Interior and exterior surfaces of body and bonnet coated with fusion-bonded

epoxy in accordance with ANSI/AWWA C550.
5. Certified to NSF/ANSI/CAN 61 and 372.
6. Clear waterway per MSS SP-136.
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VALVE
SIZE AA BB CC DD EE FF

GG
HOLES SIZE BOLT CIRCLE

3” 4.22 7.50 3.04 .75 9.50 4.44 4 .75 6.00
4” 5.29 9.00 4.10 .75 11.50 5.72 8 .75 7.50
6” 6.39 11.00 6.08 .75 14.00 7.49 8 .88 9.50
8” 8.45 13.50 8.09 .88 19.50 9.74 8 .88 11.75
10” 9.57 16.00 10.09 1.00 24.50 11.80 12 1.00 14.25
12” 10.94 19.00 12.13 1.00 27.50 13.16 12 1.00 17.00
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LOCATION OF OPTIONAL TAPPED HOLES
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VALVE
SIZE

MAXIMUM SIZE PIPE TAP
A, C, E B, D, F

3” 1/2 NPT 1/2 NPT
4” 3/4 NPT 3/4 NPT
6” 1/2 NPT 1-1/4 NPT
8” 1-1/2 NPT 1-1/2 NPT

10” 2 NPT 2 NPT
12” 2 NPT 2 NPT
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REF NO. DESCRIPTION MATERIAL
1 Body Ductile Iron, ASTM A536
2 Set Screw 316 Stainless Steel
3 Seat Ring Silicon Bronze, ASTM B584, UNS C87600
4 O-ring Nitrile Rubber
5 Bonnet Gasket Nitrile Rubber
6 Pipe Plug Brass
7 Hex Head Bolt 316 Stainless Steel
8 Bonnet Ductile Iron, ASTM A536
9 O-ring Nitrile Rubber
11 Dual Shaft 316 Stainless Steel
12 Hex Head Bolt 316 Stainless Steel
13 Washer 316 Stainless Steel
14 Arm Silicon Bronze, ASTM B584, UNS C87600
15 Disc, Metal-Seated Silicon Bronze, ASTM B584, UNS C87600
*17 Bushing Brass, ASTM B16/B16M
18 O-ring Nitrile Rubber
19 Shaft Support, Open Brass, ASTM B16/B16M

*Used on 8” & 12” check valve sizes only.
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REF NO. DESCRIPTION MATERIAL
20 Hex Head Bolt 316 Stainless Steel
21 Lever Silicon Bronze, ASTM B584, UNS C87600
22 Set Screw 316 Stainless Steel
23 Weight Cast Iron, ASTM A126, Class B
24 Spring 302 Stainless Steel
25 Bracket 300 Series Stainless Steel

LEVER AND SPRING KITLEVER AND WEIGHT KIT
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Note: These kits are shipped loose and are to be installed on the valve at the time of installation.


