AMERICAN Flow Control® Submittal Information
3”-12” SERIES CV 2200R SWING CHECK VALVE, INSIDE SHAFT, RESILIENT-SEATED
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VALVE AA BB cc DD EE FF
SIZE HOLES SIZE BOLT CIRCLE
3 4.22 7.50 3.04 75 9.50 4.44 4 75 6.00
e 5.29 9.00 4.10 75 1150 572 8 75 7.50
6’ 6.39 11.00 6.08 75 14.00 7.49 8 88 9.50
8’ 8.45 13.50 8.09 88 19.50 9.74 8 88 11.75
10” 9.57 16.00 10.09 1.00 2450 11.80 12 1.00 14.25
12’ 10.94 19.00 12.13 1.00 27.50 13.16 12 1.00 17.00
NOTES:

1. Meets or exceeds requirements of ANSI/AWWA C508. ( f& ] / = '_ﬁ J _/f&
2. Listed by UL LLC as conforming to UL 312.
3. 350 psig AWWA and UL rated working pressure. ) FLOW CONTROL

4. Bolt pattern of flanged ends are in accordance with ASME B16.1, Class 125.

5. Interior and exterior surfaces of body and bonnet coated with fusion-bonded THE RIGHT WAY

. . AMERICAN Flow Control Wat C
epoxy in accordance with ANSI/AWWA C550. PO Box 2127 125 Hardman Avenue South
6. Certified to NSF/ANSI/CAN 61 and 372. Birmingham, Al. 35202-2727 South St. Paul, Mn. 55075-1191
7.Cl t MSS SP-136 Phone: 1-800-326-8051 Phone: 1-888-266-3686
- Llear waterway per -190. Fax: 1-800-610-3569 Fax: 1-800-601-2809
E-mail: afcsales@american-usa.com E-mail: afcsales@american-usa.com
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LOCATION OF OPTIONAL TAPPED HOLES
VALVE MAXIMUM SIZE PIPE TAP
SIZE A,C,E B,D,F
K¥ 1/2 NPT 1/2 NPT
5 34 NPT 304 NPT
6 112 NPT 1-1/4 NPT
8 1-1/2 NPT 1-1/2 NPT
10 2NPT 2NPT
12 2NPT 2NPT
AMERICAN Flow Control Waterous Company
P.O. Box 2727 125 Hardman Avenue South
& l—g J \ \ Birmingham, Al. 35202-2727 South St. Paul, Mn. 55075-1191
( an J / 4 _/f _| Phone: 1-800-326-8051 Phone: 1-888-266-3686
Fax: 1-800-610-3569 Fax: 1-800-601-2809
/ FLOW CONTROL E-mail: afcsales@american-usa.com E-mail: afcsales@american-usa.com
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REF NO. DESCRIPTION MATERIAL
1 Body Ductile Iron, ASTM A536
2 Set Screw 316 Stainless Steel
3 Seat Ring Silicon Bronze, ASTM B584, UNS C87600
4 O-ring Nitrile Rubber
5 Bonnet Gasket Nitrile Rubber
6 Pipe Plug Brass
7 Hex Head Bolt 316 Stainless Steel
8 Bonnet Ductile Iron, ASTM A536
9 O-ring Nitrile Rubber
10 Shaft Support, Closed Brass, ASTM B16/B16M
1" Inside Shaft 316 Stainless Steel
12 Hex Head Bolt 316 Stainless Steel
13 Washer 316 Stainless Steel
14 Arm Silicon Bronze, ASTM B584, UNS C87600
15 Disc, Resilient-Seated Silicon Bronze, ASTM B584, UNS C87600
16 O-ring Nitrile Rubber
17 Bushing Brass, ASTM B16/B16M

*Used on 8” & 12” check valve sizes only.
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